
MEDS‐M1850

ID Type True‐flat design monitor built in projecve capacive touch panel
Chassis Plasc chassis (ABS)

Nave Resoluon  1366(H) x 768(V)
Acve Screen Size(inch) 18.5"
Viewing Angel(degree) 170°(H) / 160°(V)
Brightness(nits) 400 nits
Contrast Rao 1000:1
Display Colors(bits) 16.7M colors

Input Terminal HDMI/ D‐sub(VGA)/ DC Jack/ USB TypeB

Speaker 2x 2W (8Ω) speaker
Touch P‐CAP touch module (USB Interface)

Power Supply External power adapter: AC IN: 100 ~ 240V ; DC OUT: 12V / 5A
Power Consumpon(W) 22W (Max.)

Dimensions(W×H×D)(mm) 453.1mm (W) x 354.8mm (H) x  180 mm(D)
Weight(Kg) 5.3 kg
Protecon Shield 100 x 100 mm
IPXX(Front / Rear) IP22
VESA Mounng(mm) 100 x 100 mm

Operang Temperature(°C) 5℃ ~ 40℃
Operang Humidity(%) 20% ~ 80%

Cerficaons and
Compliances

RoHS / WEEE / REACH/ CE/FCC

General

Panel Spec

I/O Interface

Features

Power Requirements

Physical Characteriscs

Environmental

Others

18.5" touch panel

MEDWEL 18.5” medical display(w/o DICOM) is
available for hospital environments such as exam
rooms, diagnosc rooms, and treatment rooms
etc. It also can be customized to your
requirements and used in wide variety of
applicaon.

18.5" LCD panel with 1366 x 768 resoluon
True‐flat design monitor built in projecve
capacive touch panel
Plasc chassis design with 100 x 100 VESA
mount
Suitable for wide variety of applicaon

MEDS‐M1850

MEDS‐M1850

www.ipc2u.ru   www.ipc2u.de    www.ipc2u.com            Date. 04/2017 Rev.01


